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CER:[IFIED FOR
Windows
Vistam

TECHNICAL SPECIFICATIONS

Screen Size

Cabinet Colour
Viewable Image Size
Pixel Pitch

Display Area
Brightness

Contrast Ratio
Response Time
Viewing Angles

Scan Frequency

Compatibility

Pixel Frequency
Max. Resolution
Recommended Resolution

Supported Resolutions

Display Colours
HDCP* Compatible
Input Signal

Input Connector
Power Supply
Power Consumption
Plug & Play

User Control

OSD Function

OSD Language
Speakers

EPA ENERGY STAR®
Safety & Regulations
Wall-Mount**

Special Features

W x H x D (w/base) mm
W x H x D (package) mm
Weight

Loading Qty: 40'/ 20’
EAN Code

Note: Specifications are subject to change without notice.

*High-bandwidth Digital CONTENT Protection: Enables viewing of High-Definition contents.

**Wall mount arm & bracket not includes.

Windows and the Windows logo are trademarks or registered trademarks of Microsoft Corporation in the United States

20" Wide

All Black

558mm

0.258mm x 0.258mm

433.4 x 270.9mm

300 cd/m?

3000:1 (DCR)

5ms

Horizontal/Vertical: 160 Degrees (CR>10)

H:30~ 83KHz V:55~75 Hz

VESA, WSXGA+, WXGA+, SXGA, XGA, SVGA,VGA

Mac® Equipped With Analog VGA Dsub or DVI Port

160MHz

1680x1050@60Hz

1680x1050@60Hz

720x400@70Hz, 640x480@60/75Hz, 800x600@60/75Hz,
1024x768@60/70/75Hz, 1280x1024@60/75Hz, 1680x1050@60Hz
16.7M

Yes

Analogue & DVI-D

15-pin D-Sub & 24-pin DVI-D

100 V ~ 240 VAC, 50/ 60 Hz

On: <49W , Standby: <1 W

DDC1/2B/ClI

Source, AUTO Config, down, up, Menu, Power

Brightness, Contrast, Focus, Clock, H/V Position, Color Temperature
(Cool,Warm,Normal,sRGB,RGBYCM), Sound Mode, Brightness, Contrast,
Language), Input Select, AUTO Config, Reset, Information

Hue, Saturation, H/V Position, OSD Setup (H/V position, Timeout,
Language), Input Select, AUTO Config, Reset, Information
English

1IW * 2

Yes

cULus, FCC, CE, Windows Vista

VESA 100mm

720p/1080i HD Compatible, VESA 100mm Wall Mount Compliant**,
Kensington Security Slot

472.5x380.9 x 210

537 x 450 x 150

5kg / 6.2kg

1540/ 700

471 120099030 0
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